City of Cody
Planning, Zoning and Adjustment Board
Tuesday, August 25, 2015

A regular meeting of the Cody Planning, Zoning and Adjustment Board was held in the Council
Chambers of City Hall in Cody, Wyoming on Tuesday, August 25, 2015 at 12:00 PM

Present: Justin Lundvall-Chairperson; Mark Musser; Reese Graham; Buzzy Hassrick; Curt Dansie;
Sandee Kitchen, Assistant City Attorney; Steve Miller, Council Liaison; Todd Stowell, City Planner; Lynn
Stutzman, Engineering Administrative Asst.

Absent: Justin Ness; Brad Payne

Chairperson Justin Lundvall called the meeting to order at 12:02 PM, followed by the pledge of
allegiance.

Buzzy Hassrick made a motion, seconded by Curt Dansie, to approve the agenda. Vote on the motion
was unanimous, motion carried.

Reese Graham made a motion, seconded by Buzzy Hassrick, to approve the minutes for the August 11,
2015 meeting. Vote on the motion was unanimous, motion carried.

NEW BUSINESS:

Todd Stowell presented the staff report for the downtown sign review for a wall sign at Bright Futures
Mentoring at 961 12" Street.

Curt Dansie made a motion, seconded by Mark Musser, to approve the downtown sign review for a
wall sign at Bright Futures Mentoring at 961 12" Street as presented. Vote on the motion was
unanimous, motion carried.

Todd Stowell presented the staff report for the downtown sign review for a sign package at Rocky
Mountain Discount Sports at 1526 Rumsey Avenue.

Reese Graham made a motion, seconded by Mark Musser, to approve the downtown sign review for a
sign package at Rocky Mountain Discount Sports at 1526 Rumsey Avenue with the following

conditions:

1) Allow the main sign to be 160 square feet, as proposed (exceeds max. size by 10 sq. ft.),
based on the recent “Family Dollar” sign that was about 164 sq. ft. in size.

2) Allow the other wall signs requested, resulting in a total of approximately 360 square feet of
wall signs for the Rocky Mountain Discount Sports portion of the building.

3) Allow the property owner to reserve the right for 300 square feet of wall signage on the
former “Family Dollar” portion of the building to be established within 18 months. (If the
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signage is not established within that time, any future signs will be subject to the sign code
then in effect.)

Reese Graham, Mark Musser, Justin Lundvall, and Curt Dansie voted in favor of the motion. Buzzy
Hassrick voted against the motion. Motion carried.

Todd Stowell presented the staff report for the downtown sign review for the signs at Yellowstone
Gifts at 1237 Sheridan Avenue. The Board requested the applicant to apply for a Special Exemption
for all remaining signs. The applicant is agreeable.

P&Z Board Matters: None

Council Update: None

Staff [tems: None

Amendments to the City of Cody Zoning Ordinance: Todd discussed components of the draft
residential land use table.

Mark Musser made a motion, seconded by Buzzy Hassrick, to adjourn the meeting. Vote on the
motion was unanimous, motion carried.

There being no further business to come before the board, Chairperson Lundvall adjourned the
meeting at 12:57 PM.

Lynn Stutzman
Engineering Administrative Assistant





























































































FMML7 840 DDBT WL
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Notes

INTENDED USE — Provides general illumination in commercial and residential applications. Ideal for Type
useinclosets, foyers, hallways, corridors, bedrooms, offices, utility workareas, stairways and much more.
CONSTRUCTION — This contemporary shaped fixture features a matte white acrylic diffuser and white
or textured bronze aluminum housing.
OPTICS — Produces the following lumens at 50,000 hours life:

2700K 612 lumens

3000K 642 lumens

4000K 660 lumens
ELECTRICAL — Fixture operates at 120 volts, 60 Hz. Standard input = 9.3 watts, 70 lumens per watt.
Works with most standard incandescent dimmers (see list of suggested dimmers on page 2).
INSTALLATION — All mounting hardware included.
LISTINGS — CSA certified to US and Canadian standards and listed suitable for damp or wet locations.
U.S. Patent No. D691,763
WARRANTY — 5-year limited warranty. Complete warranty terms located at
www.acuitybrands.com/CustomerResources/Terms _and _conditions.aspx
Note: Specifications subject to change without notice.

Specifications
Height: 1-3/4 (4.4)
Width: 7-1/4(18.4)

Decorative Indoor

Versi Lite™
7" LED Flush

HIGH-PERFORMANCE LED

E0E
cous

Al dimensions are inches (centimeters) unless otherwise indicated.

ORDERING INFORMATION For shortest lead times, configure product using standard options (shown in bold).

Example: FMML7 840 WL

30  3000K (642 lumens)
27 2700K (612 lumens)

FMML 7
Series Size CRI Color temperature Fixture finish Option
FMML LED Versi Lite flushmount 7 7" diameter 8 >80 40  4000K (660 lumens) (blank) White WL  Wetlocation

DDBT  Textured bronze

DECORATIVE INDOOR & OUTDOOR

FMML



FMML 7 840

LIGHTING FACTS

Lithonia Lighting

facts

A Program of the U.S. DOE

Eﬁ%lituig

Eﬁ%ﬁtlﬁg

Lithonia Lighting

facts

A Program of the U.S. DOE

Lithonia Lighting

s
ﬁhtmg facts’

A Program of the U.S. DOE

Color Rendering Index (CRI)

Color Rendering Index (CRI)

Light Output (Lumens) 612 Light Output (Lumens) 642 Light Output (Lumens) 659
Watts 10.35 Watts 10.2 Watts 9.4
Lumens per Watt (Efficacy) 59 Lumens per Watt (Efficacy) 63 Lumens per Watt (Efficacy) 70
Color Accuracy 85 Color Accuracy 85 Color Accuracy 85

Color Rendering Index (CRI)

Light Color
Correlated Color Temperature (CCT)

2700 (Warm White)

Warm White
2700K

Bright White

3000K 4500K

Daylight
6500K

Light Color
Correlated Color Temperature (CCT)

3000 (Bright White)

Warm White
2700K

Daylight

Bright White

3000K 4500K 6500K

Light Color

Correlated Color Temperature (CCT)

4000 (Bright White)

Warm White
2700K

Daylight

Bright White

3000K 4500K 6500K

All results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: NJSM-5ECDFF (7/19/2013)
Model Number: FMML 7 827

Type: Surface-mounted fixture (other)

Al results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Photometric Testing of Solid-State Lighting. The U.S. Department of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: NJSM-B45YJQ (7/19/2013)
Model Number: FMML 7 830

Type: Surface-mounted fixture (other)

Al results are according to IESNA LM-79-2008: Approved Method for the Electrical and
Testing of Solid- Lighting. The U.S. D of Energy (DOE) verifies
product test data and results.

Visit www.lightingfacts.com for the Label Reference Guide.

Registration Number: NJSM-QSEG7G (8/6/2013)
Model Number: FMML 7 840 [UPGRADE 07/2013]
Type: Luminaire - Other

Suggested Dimmers

The FMML is designed to operate with most standard Triac Based (Forward Phase-Control or Leading Edge) dimmers and is not compatible with 0-10v
dimming systems. The following is a list of dimmers tested and does not imply any guarantee or warranty of compatibility with a particular application.
Unlisted dimmers do not imply non-compatibility.

Manufacturer Part Number (s) Manufacturer Part Number (s)
Leviton 6633P Lutron DVELV 300P
Leviton IPLO6 Lutron Skylark 300P
Leviton 6674P Lutron NTELV 300
Leviton IPE04 Lutron NLV 600
Leviton Trimatron 600W Synergy 1SD 6001120

PHOTOMETRICS

FMML 7 test no. LTL22758, tested in accordance to IESNA LM-79.

180°
Coefficients of Utilization
R pf 20%
9 CP Summary pc 80% 70% 50% Zonal Lumen Summary
80° 0° 90 pw 70%50%30% 50%30%10% 50%30%10% Zone Lumens % Lamp % Fixture
0° 219 219 0 119119119 116116 116 111111 111  0°-30° 170 26.0 26.0
5° 218 218 1 108103 98 100 96 92 96 92 89  0°-40° 279 425 42.5
go° 157 211 211 2 98 89 82 87 80 75 83 78 73 0°-60° 495 75.5 75.5
100 25° 196 196 3 89 78 69 76 68 62 73 66 61  0°-90° 654 99.7 99.7
35° 173 174 x4 81 69 60 67 59 52 65 57 52 90°-120° 2 0.3 0.3
45° 146 146 O5 75 61 52 60 52 45 58 50 44  90°-130° 2 0.3 0.3
55° 116 116 6 69 55 46 54 46 39 52 45 39  90°-150° 2 0.3 0.3
65° 83 84 7 64 50 41 49 41 35 48 40 34  90°-180° 2 0.3 0.3
40° 750 50 50 8 59 46 37 45 37 31 44 36 31 0°-180° 656 100.0  100.0
200 85° 21 20 9 55 42 33 41 33 28 40 33 28
0° 20° 90 11 11 10 52 39 31 38 30 25 37 30 25
e 0% o 90°
FMML

(A L/THONIA LIGHTING

An<$AcuityBrands Company
DECORATIVE INDOOR & OUTDOOR:

One Lithonia Way, Conyers, GA 30012

Phone: 800-748-5070

Fax: 770-860-3903 www.lithonia.com © 2013-2014 Acuity Brands Lighting, Inc. All rights reserved. Rev. 04/17/14




Specifications
Height: 7-1/8"
(29.2 cm)

Width: 16-3/8"
(41.6cm)

Depth: 9-5/16"
. (23.6 cm)
Weight 30 Ibs
(max): (13.6 kg)

Ordering Information

CSXW LED

I

CSXW LED
LED Wall Luminaire

NIGHTTIME
FRIENDLY

T

D —

Catalog
Number

CSXW LED 30C 700 40K T3M MVOLT DBLXD

Notes Pl AN LEGEND: FIXTURE (1)
Type
Introduction

The Contour® Series luminaires offer traditional
square dayforms with softened edges for a
versatile look that complements many applications.

The CSXW LED combines the latest in LED
technology with the familiar aesthetic of the
Contour® Series for stylish, high-performance
illumination that lasts. It is ideal for replacing 100-
400W metal halide in wall-mounted applications
with typical energy savings of 80% and expected
service life of over 100,000 hours.

EXAMPLE: CSXW LED 30C 700 40K T3M MVOLT DDBXD

CSXWLED | 30C 30LEDs 700 mA 4000K Typell, MVOLT? | Shippedincluded Shipped installed DDBXD Dark bronze
1000 1000 mA 50K 5000K medium | 1392 (blank)  Surfacemount | PE Photoelecmg gel\, DBLXD  Black
3M Typgnll\, 2082 button type> DNAXD  Natural aluminum
medium DMG  0-10V dimming driver "
2402 Shipped separately (no controls) 0 DWHXD  White
TH pe DDBTXD  Textured dark b
medium | 2772 Surface- SF Singlefuse (120,277, extured dark bronze
TETM Type 3473 mounted back 347V)7 DBLBXD Textured black
forward box (for conduit | DF Double fuse (208,240, | DNATXD  Textured natural
throw, 480° entry) * 480V)7 aluminum
medium DWHGXD  Textured white
Shipped separately *
VG Vandal quard
WG Wire quard
. NOTES
Mounting Detail 8 dAdCCdQ?SOdI'IeS g 1 Configured with 4000K (/40K) provides the shortest
raered and shipped separately. lead times. Consult factory for 5000K (/50K) lead
a6 (SXWBBW DDBXD U Back box accessory (specify finish) times.
- ” ) 2 MVOLT dri t line voltage from 120-
2782 For use with GXWWG U Wire guard accessory 277V (50740 Ha), Spectty 120, 208, 240 or 277 options
= 7 = ) 1/4"fasteners SXwva U Vandal guard accessory only when ordering with fusing (SF, DF options) or

<

~

1 »11/2 .

photocontrol (PE option).

3 Available with 700 mA options only (30C 700).

4 Also available as a separate accessory; see
Accessories information at left.

5  Photocontrol (PE) requires 120, 208, 240, 277 or 347
voltage option.

1I_D3I/A4” 6 Must be ordered with fixture; cannot be field
. installed.
7 Single fuse (SF) requires 120, 277 or 347 voltage

option. Double fuse (DF) requires 208, 240 or 480
voltage option.

LITHON/A One Lithonia Way ¢ Conyers, Georgia 30012 ¢ Phone: 800.279.8041 ¢ Fax: 770.918.1209 ¢ www.lithonia.com CSXW-LED

LIGHTING © 2012-2015 Acuity Brands Lighting, Inc. All rights reserved. Rev. 04/30/15
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Lumen Output

Lumen values are from photometric tests performed in accordance with [ESNA LM-79-08. Data is considered to be representative
of the configurations shown, within the tolerances allowed by Lighting Facts. Contact factory for performance data on any

configurations not shown here.

Lumen Ambient Temperature (LAT) Multipliers
Use these factors to determine relative lumen output for average ambient temperatures
from 0-40°C (32-104°F).

Lumen Multiplier

0°C 32°F 1.02
Drive Perf Syst Dist. A 10°C 50°F 1.01
LEDS Curent | Performance | System ist. (5000K, 67 CRI) o e o0
Package Watts | Type
(mA) nn LPW | Lumens 6 | Lew 25°C 77°F 1.00
M 2o 2o s [ 202104 30%C 86 1.00
40°C 104°F 0.99
00mh | 30c700k | sow M 2 0 2 | 102 7,582 2 0 2 10
m h T4M 2 (o2 [w2f 758 | 2 [0 | 2 |10
30c TFIM | 7058 | 2 | 0 | 2 |04 7679 | 2 | 0 | 2 | Projected LED Lumen Maintenance
(30LEDs) M 888 [ 2 [ 0| 2| 85 9,560 2 0 2 92 Data references the extrapolated performance projections for the CSXW LED platform in
a 25°C ambient, based on 10,000 hours of LED testing (tested per IESNA LM-80-08 and
et el 0 RGN OO N I projected per [ESNA TM-21-11).
T4M 9293 [ 2 [ 0 | 2| 8 | 10018 2 0 2 96
To calculate LLF, use the lumen maintenance factor that corresponds to the desired number
Tm | 9481 ] 2] 0|29 10.220 2 0 2 % of operating hours below. For other lumen maintenance values, contact factory.
0 25,000 50,000 100,000

Electrical Load

Number |Drive Current| System
of LEDs 120V 208V 240V 277V 347V 480V
700 70W 0.695 0412 0367 0331 0247 0.186
30C
1000 104W 1034 0599 0528 0472 0382 0.302

Photo ric Diag rams To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s CSXW homepage.

Isofootcandle plots for the CSXW LED 30C 1000 40K. Distances are in units of mounting height (20").
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FEATURES & SPECIFICATIONS ELECTRICAL

INTENDED USE
The Contour Series Wall LED luminaire is ideal for commercial building mounted applications from
over-the-door to 20 ft mounting heights.

CONSTRUCTION

Rugged, die-cast, single-piece aluminum housing. Unique flow-through design for optimized
thermal management. Modularity allows for ease of maintenance and potential for future system
upgrades. Metallic screen covers the top of the housing, preventing debris build-up while allowing
for air flow. Housing is completely sealed against moisture and environmental contaminants.

FINISH

Exterior parts are protected by a zinc-infused Super Durable TGIC thermoset powder coat finish
that provides superior resistance to corrosion and weathering. A tightly controlled multi-stage
process ensures a minimum 3 mils thickness for a finish that can withstand extreme climate
changes without cracking or peeling.

OPTICS

Precision-molded acrylic lenses provide optimal luminaire spacing and improved uniformity.
Lenses are indexed to the circuit board to ensure consistent optical alignment and delivering
repeatable photometric performance. Light engines are available in standard 4000K (70 CRI) or
optional 5000K (67 CRI) configurations. The CSXW has zero uplight and qualifies as a Nighttime
Friendly™ product, meaning it is consistent with the LEED® and Green Globes™ criteria for
eliminating wasteful uplight.

Light engine consists of 30 high-efficacy LEDs mounted to a metal-core circuit board to
maximize heat dissipation and promote long life (100,000 hrs at 40°C, L70). Class 1 electronic
driver has a power factor >90%, THD <20%, and has an expected life of 100,000 hours with
<1% failure rate. Easily-serviceable surge protection device meets a minimum Category C
Low operation (per ANSI/IEEE C62.41.2).

INSTALLATION
Universal mounting mechanism with integral mounting support allows fixture to hinge down.
Bubble level provides correct alignment with every installation.

LISTINGS
CSA Certified to U.S. and Canadian standards. Rated for -40°C minimum ambient. Light
engine is IP66 rated. Luminaire is IP65 rated.

DesignLights Consortium® (DLC) qualified product. Not all versions of this product may
be DLC qualified. Please check the DLC Qualified Products List at www.designlights.org to
confirm which versions are qualified.

WARRANTY
Five year limited warranty. Full warranty terms located at www.acuitybrands.com/
CustomerResources/Terms_and_conditions.aspx.

Note: Specifications subject to change without notice.
Actual performance may differ as a result of end-user environment and application.
All values are design or typical values, measured under laboratory conditions at 25 °C.

LITHONIA
LIGHTING.
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